
hp 630 K…/500 TM…
Packaging machines for clothes and laundry
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hp 630 K.../500 TM...

Wall mounted device
hp 630 KW, manual
operation possible

Foil-wrapping machines for dry-cleaners,
laundries, the garment industry, hotels
and professional packaging companies



hp 630 KST stand device with manual operation

Stand device hp 630 KST-P
Wall mounted device hp 630 KW-P
Stand device hp 630 KST-P-BS+SZ
It works by pneumatic safety control with
twohand tip-switch. The devices can also be
operated manually.

Technical data: same as hp 630 KST
Pneumatics:
Air consumption max. 0.9 l / cycle
Connection: 6 bar

Desktop unit hp 500 TM
The ideal funnel-welding device for efficient
packaging of your goods on the counter. The
goods are packaged (clean) hygienic, dustfree
and transparent.

Technical data:
Film width: 500 mm max.
Film thickness: 0.2 mm max.
Welding manner: separate welding
Connection: 230 V / 50 Hz
Power: 180 VA
Dimensions W x D x H: 500 x 800 x 400 mm
Weight: about 25 kg
Funnel: Chrome steel

Stand device hp 630 KST-BS+SZ
Bottom sealer, lower welding device with 
automatic operation via cable pull.

Technical data:
Upper welding device same as hp 630 KST

Bottom sealer
Welding manner: Impulse welding seam

3 mm, length 630 mm
Device: with vertical 

adjustment from top
welding seam from
450 - 1450 mm 

Connection: 230 V / 50 Hz
Power: 450 VA
Dimensions W x D x H: 820 x 820 x 2250 mm
Weight: about 80 kg

hp 630 KST-BS stand device, bottom sealer  with
manual operation

hp 630 KST-P… stand device with pneumatic
operation also with bottom sealer 

Stand device hp 630 KST
Wall mounted device hp 630 KW
Cleaned clothes can easily be wrapped
(with hangers) in order to prevent them from
getting dirty or dusty again. You can determine
the length of the package, therefore it is very
cheap. Pull over the film, weld-ready packed !

Technical data: hp 630 KST
Welding manner: Impulse separate

welding with shoulder
form, length 2 x 300 mm 

Film width: max. 600 mm
Type of film: high- low pressure

PE-Tube film 
Film thickness: 2 x 0.2 mm
Device: with vertical

adjustment
Connection: 230 V / 50 Hz
Power: 180 VA
Dimensions W x D x H: 800 x 580 x 2100 mm
Weight: about 48 kg

hp 630 KW
Dimensions W x D x H: 800 x 380 x 910 mm
Weight: about 40 kg



Packaging machines for the packaging 
of clothing and laundry

Plastic-film welding machines

Film sealing machines and accessories 
for the packaging of sterile goods

Film sealing machines and accessories 
for the packaging of sterile goods

Bowie & Dick test system
Seal-Check

hawomed-pack tubular films
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